


Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: ashe_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.498

   2H 41 0.810

   2L 30 0.551

   2M 11 1.541

   2U 38 0.359

   Total 144

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.542
Maximum DZ: 0.706
Mean DZ: 0.059
Mean Magnitude DZ: 0.404
Number Observations: 62
Standard Deviation DZ: 0.207
RMSE Z: 0.213
95% Confidence Level Z: 0.418
Units: US Survey Feet

Histogram

Min: -0.542
Max: 0.706
Number Of Bins: 20
Bin Interval: 0.062

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.902
Maximum DZ: 0.858
Mean DZ: 0.168
Mean Magnitude DZ: 0.532
Number Observations: 41
Standard Deviation DZ: 0.326
RMSE Z: 0.363
95th Percentile: 0.81
Units: US Survey Feet

Histogram

Min: -0.902
Max: 0.858
Number Of Bins: 20
Bin Interval: 0.088

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.339
Maximum DZ: 0.69
Mean DZ: 0.156
Mean Magnitude DZ: 0.508
Number Observations: 30
Standard Deviation DZ: 0.266
RMSE Z: 0.304
95th Percentile: 0.551
Units: US Survey Feet

Histogram

Min: -0.339
Max: 0.69
Number Of Bins: 20
Bin Interval: 0.051

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.082
Maximum DZ: 1.541
Mean DZ: 0.331
Mean Magnitude DZ: 0.588
Number Observations: 11
Standard Deviation DZ: 0.444
RMSE Z: 0.537
95th Percentile: 1.541
Units: US Survey Feet

Histogram

Min: -0.082
Max: 1.541
Number Of Bins: 20
Bin Interval: 0.081

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 4:45:33 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: avery_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.619

   2H 43 0.740

   2L 22 0.615

   2M 22 0.555

   2U 39 0.414

   Total 148

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.577
Maximum DZ: 0.642
Mean DZ: 0.063
Mean Magnitude DZ: 0.451
Number Observations: 61
Standard Deviation DZ: 0.248
RMSE Z: 0.254
95% Confidence Level Z: 0.498
Units: US Survey Feet

Histogram

Min: -0.577
Max: 0.642
Number Of Bins: 20
Bin Interval: 0.061

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.871
Maximum DZ: 0.781
Mean DZ: 0.151
Mean Magnitude DZ: 0.568
Number Observations: 43
Standard Deviation DZ: 0.367
RMSE Z: 0.393
95th Percentile: 0.74
Units: US Survey Feet

Histogram

Min: -0.871
Max: 0.781
Number Of Bins: 20
Bin Interval: 0.083

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.108
Maximum DZ: 0.765
Mean DZ: 0.247
Mean Magnitude DZ: 0.526
Number Observations: 22
Standard Deviation DZ: 0.233
RMSE Z: 0.336
95th Percentile: 0.615
Units: US Survey Feet

Histogram

Min: -0.108
Max: 0.765
Number Of Bins: 20
Bin Interval: 0.044

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.36
Maximum DZ: 0.856
Mean DZ: 0.151
Mean Magnitude DZ: 0.491
Number Observations: 22
Standard Deviation DZ: 0.268
RMSE Z: 0.302
95th Percentile: 0.555
Units: US Survey Feet

Histogram

Min: -0.36
Max: 0.856
Number Of Bins: 20
Bin Interval: 0.061

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 4:46:39 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: buncombe_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 2153 out of 2153

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 39 0.639

   2H 47 0.721

   2L 26 0.566

   2M 27 0.743

   2U 63 0.406

   Total 202

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.45
Maximum DZ: 0.972
Mean DZ: 0.086
Mean Magnitude DZ: 0.439
Number Observations: 102
Standard Deviation DZ: 0.246
RMSE Z: 0.259
95% Confidence Level Z: 0.508
Units: US Survey Feet

Histogram

Min: -0.45
Max: 0.972
Number Of Bins: 20
Bin Interval: 0.071

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.342
Maximum DZ: 0.988
Mean DZ: 0.212
Mean Magnitude DZ: 0.51
Number Observations: 47
Standard Deviation DZ: 0.287
RMSE Z: 0.355
95th Percentile: 0.721
Units: US Survey Feet

Histogram

Min: -0.342
Max: 0.988
Number Of Bins: 20
Bin Interval: 0.066

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.258
Maximum DZ: 0.721
Mean DZ: 0.162
Mean Magnitude DZ: 0.479
Number Observations: 26
Standard Deviation DZ: 0.253
RMSE Z: 0.297
95th Percentile: 0.566
Units: US Survey Feet

Histogram

Min: -0.258
Max: 0.721
Number Of Bins: 20
Bin Interval: 0.049

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.743
Maximum DZ: 0.786
Mean DZ: 0.066
Mean Magnitude DZ: 0.549
Number Observations: 27
Standard Deviation DZ: 0.372
RMSE Z: 0.371
95th Percentile: 0.743
Units: US Survey Feet

Histogram

Min: -0.743
Max: 0.786
Number Of Bins: 20
Bin Interval: 0.076

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:04:40 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: burke_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_file
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 2333 out of 2333

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 23 0.658

   2H 42 0.689

   2L 23 0.460

   2M 21 0.752

   2U 34 0.468

   Total 143

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.638
Maximum DZ: 0.789
Mean DZ: 0.057
Mean Magnitude DZ: 0.446
Number Observations: 57
Standard Deviation DZ: 0.278
RMSE Z: 0.282
95% Confidence Level Z: 0.552
Units: US Survey Feet

Histogram

Min: -0.638
Max: 0.789
Number Of Bins: 20
Bin Interval: 0.071

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.461
Maximum DZ: 0.869
Mean DZ: 0.156
Mean Magnitude DZ: 0.492
Number Observations: 42
Standard Deviation DZ: 0.279
RMSE Z: 0.317
95th Percentile: 0.689
Units: US Survey Feet

Histogram

Min: -0.461
Max: 0.869
Number Of Bins: 20
Bin Interval: 0.066

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.281
Maximum DZ: 0.566
Mean DZ: 0.169
Mean Magnitude DZ: 0.484
Number Observations: 23
Standard Deviation DZ: 0.232
RMSE Z: 0.283
95th Percentile: 0.46
Units: US Survey Feet

Histogram

Min: -0.281
Max: 0.566
Number Of Bins: 20
Bin Interval: 0.042

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.58
Maximum DZ: 0.892
Mean DZ: 0.11
Mean Magnitude DZ: 0.525
Number Observations: 21
Standard Deviation DZ: 0.346
RMSE Z: 0.356
95th Percentile: 0.752
Units: US Survey Feet

Histogram

Min: -0.58
Max: 0.892
Number Of Bins: 20
Bin Interval: 0.074

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:03:14 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: caldwell_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 2153 out of 2153

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 21 0.461

   2H 42 0.549

   2L 22 0.330

   2M 22 0.585

   2U 52 0.246

   Total 159

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.426
Maximum DZ: 0.52
Mean DZ: 0.026
Mean Magnitude DZ: 0.357
Number Observations: 73
Standard Deviation DZ: 0.164
RMSE Z: 0.165
95% Confidence Level Z: 0.323
Units: US Survey Feet

Histogram

Min: -0.426
Max: 0.52
Number Of Bins: 20
Bin Interval: 0.047

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.549
Maximum DZ: 0.799
Mean DZ: 0.179
Mean Magnitude DZ: 0.493
Number Observations: 42
Standard Deviation DZ: 0.235
RMSE Z: 0.293
95th Percentile: 0.549
Units: US Survey Feet

Histogram

Min: -0.549
Max: 0.799
Number Of Bins: 20
Bin Interval: 0.067

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.292
Maximum DZ: 0.402
Mean DZ: 0.114
Mean Magnitude DZ: 0.414
Number Observations: 22
Standard Deviation DZ: 0.182
RMSE Z: 0.211
95th Percentile: 0.33
Units: US Survey Feet

Histogram

Min: -0.292
Max: 0.402
Number Of Bins: 20
Bin Interval: 0.035

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.159
Maximum DZ: 0.685
Mean DZ: 0.144
Mean Magnitude DZ: 0.455
Number Observations: 22
Standard Deviation DZ: 0.24
RMSE Z: 0.276
95th Percentile: 0.585
Units: US Survey Feet

Histogram

Min: -0.159
Max: 0.685
Number Of Bins: 20
Bin Interval: 0.042

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:10:28 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: cherokee_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 1749 out of 1749

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 28 0.507

   2H 42 0.876

   2L 25 0.829

   2M 18 0.782

   2U 58 0.586

   Total 171

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.839
Maximum DZ: 0.684
Mean DZ: 0.126
Mean Magnitude DZ: 0.477
Number Observations: 86
Standard Deviation DZ: 0.259
RMSE Z: 0.287
95% Confidence Level Z: 0.562
Units: US Survey Feet

Histogram

Min: -0.839
Max: 0.684
Number Of Bins: 20
Bin Interval: 0.076

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.905
Maximum DZ: 0.914
Mean DZ: 0.21
Mean Magnitude DZ: 0.574
Number Observations: 42
Standard Deviation DZ: 0.364
RMSE Z: 0.416
95th Percentile: 0.876
Units: US Survey Feet

Histogram

Min: -0.905
Max: 0.914
Number Of Bins: 20
Bin Interval: 0.091

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.232
Maximum DZ: 0.86
Mean DZ: 0.333
Mean Magnitude DZ: 0.597
Number Observations: 25
Standard Deviation DZ: 0.283
RMSE Z: 0.433
95th Percentile: 0.829
Units: US Survey Feet

Histogram

Min: -0.232
Max: 0.86
Number Of Bins: 20
Bin Interval: 0.055

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.419
Maximum DZ: 0.909
Mean DZ: 0.19
Mean Magnitude DZ: 0.55
Number Observations: 18
Standard Deviation DZ: 0.361
RMSE Z: 0.399
95th Percentile: 0.782
Units: US Survey Feet

Histogram

Min: -0.419
Max: 0.909
Number Of Bins: 20
Bin Interval: 0.066

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:24:19 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: clay_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 1749 out of 1749

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 34 0.657

   2H 21 0.887

   2L 33 0.640

   2M 19 0.943

   2U 57 0.558

   Total 164

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.299
Maximum DZ: 0.785
Mean DZ: 0.241
Mean Magnitude DZ: 0.519
Number Observations: 91
Standard Deviation DZ: 0.186
RMSE Z: 0.304
95% Confidence Level Z: 0.597
Units: US Survey Feet

Histogram

Min: -0.299
Max: 0.785
Number Of Bins: 20
Bin Interval: 0.054

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.317
Maximum DZ: 0.917
Mean DZ: 0.468
Mean Magnitude DZ: 0.722
Number Observations: 21
Standard Deviation DZ: 0.319
RMSE Z: 0.562
95th Percentile: 0.887
Units: US Survey Feet

Histogram

Min: -0.317
Max: 0.917
Number Of Bins: 20
Bin Interval: 0.062

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.05
Maximum DZ: 0.868
Mean DZ: 0.472
Mean Magnitude DZ: 0.69
Number Observations: 33
Standard Deviation DZ: 0.183
RMSE Z: 0.506
95th Percentile: 0.64
Units: US Survey Feet

Histogram

Min: -0.05
Max: 0.868
Number Of Bins: 20
Bin Interval: 0.046

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: 0.004
Maximum DZ: 0.998
Mean DZ: 0.573
Mean Magnitude DZ: 0.757
Number Observations: 19
Standard Deviation DZ: 0.267
RMSE Z: 0.629
95th Percentile: 0.943
Units: US Survey Feet

Histogram

Min: 0.004
Max: 0.998
Number Of Bins: 20
Bin Interval: 0.05

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:38:41 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: graham_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.356

   2H 41 0.718

   2L 22 0.332

   2M 22 0.613

   2U 56 0.405

   Total 163

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.484
Maximum DZ: 0.526
Mean DZ: -0.003
Mean Magnitude DZ: 0.387
Number Observations: 78
Standard Deviation DZ: 0.201
RMSE Z: 0.2
95% Confidence Level Z: 0.392
Units: US Survey Feet

Histogram

Min: -0.484
Max: 0.526
Number Of Bins: 20
Bin Interval: 0.051

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.735
Maximum DZ: 0.846
Mean DZ: 0.058
Mean Magnitude DZ: 0.54
Number Observations: 41
Standard Deviation DZ: 0.354
RMSE Z: 0.355
95th Percentile: 0.718
Units: US Survey Feet

Histogram

Min: -0.735
Max: 0.846
Number Of Bins: 20
Bin Interval: 0.079

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.422
Maximum DZ: 0.216
Mean DZ: 0.009
Mean Magnitude DZ: 0.363
Number Observations: 22
Standard Deviation DZ: 0.168
RMSE Z: 0.165
95th Percentile: 0.332
Units: US Survey Feet

Histogram

Min: -0.422
Max: 0.216
Number Of Bins: 20
Bin Interval: 0.032

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.559
Maximum DZ: 0.955
Mean DZ: 0.124
Mean Magnitude DZ: 0.571
Number Observations: 22
Standard Deviation DZ: 0.384
RMSE Z: 0.395
95th Percentile: 0.613
Units: US Survey Feet

Histogram

Min: -0.559
Max: 0.955
Number Of Bins: 20
Bin Interval: 0.076

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:49:41 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: haywood_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_file
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 2498 out of 2498

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.605

   2H 42 0.872

   2L 22 0.681

   2M 22 0.461

   2U 49 0.510

   Total 157

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.855
Maximum DZ: 0.579
Mean DZ: 0.022
Mean Magnitude DZ: 0.473
Number Observations: 71
Standard Deviation DZ: 0.277
RMSE Z: 0.276
95% Confidence Level Z: 0.541
Units: US Survey Feet

Histogram

Min: -0.855
Max: 0.579
Number Of Bins: 20
Bin Interval: 0.072

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.519
Maximum DZ: 0.921
Mean DZ: 0.251
Mean Magnitude DZ: 0.644
Number Observations: 42
Standard Deviation DZ: 0.427
RMSE Z: 0.491
95th Percentile: 0.872
Units: US Survey Feet

Histogram

Min: -0.519
Max: 0.921
Number Of Bins: 20
Bin Interval: 0.072

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.613
Maximum DZ: 0.737
Mean DZ: 0.103
Mean Magnitude DZ: 0.559
Number Observations: 22
Standard Deviation DZ: 0.38
RMSE Z: 0.385
95th Percentile: 0.681
Units: US Survey Feet

Histogram

Min: -0.613
Max: 0.737
Number Of Bins: 20
Bin Interval: 0.068

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.51
Maximum DZ: 0.443
Mean DZ: 0.076
Mean Magnitude DZ: 0.5
Number Observations: 22
Standard Deviation DZ: 0.284
RMSE Z: 0.288
95th Percentile: 0.461
Units: US Survey Feet

Histogram

Min: -0.51
Max: 0.443
Number Of Bins: 20
Bin Interval: 0.048

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/28/2019 11:38:28 AM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: henderson_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.705

   2H 42 0.690

   2L 21 0.678

   2M 21 0.691

   2U 67 0.503

   Total 173

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.404
Maximum DZ: 0.672
Mean DZ: 0.149
Mean Magnitude DZ: 0.484
Number Observations: 89
Standard Deviation DZ: 0.245
RMSE Z: 0.286
95% Confidence Level Z: 0.56
Units: US Survey Feet

Histogram

Min: -0.404
Max: 0.672
Number Of Bins: 20
Bin Interval: 0.054

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.358
Maximum DZ: 0.866
Mean DZ: 0.251
Mean Magnitude DZ: 0.573
Number Observations: 42
Standard Deviation DZ: 0.304
RMSE Z: 0.391
95th Percentile: 0.69
Units: US Survey Feet

Histogram

Min: -0.358
Max: 0.866
Number Of Bins: 20
Bin Interval: 0.061

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.007
Maximum DZ: 0.788
Mean DZ: 0.368
Mean Magnitude DZ: 0.607
Number Observations: 21
Standard Deviation DZ: 0.192
RMSE Z: 0.413
95th Percentile: 0.678
Units: US Survey Feet

Histogram

Min: -0.007
Max: 0.788
Number Of Bins: 20
Bin Interval: 0.04

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.235
Maximum DZ: 0.73
Mean DZ: 0.305
Mean Magnitude DZ: 0.572
Number Observations: 21
Standard Deviation DZ: 0.224
RMSE Z: 0.375
95th Percentile: 0.691
Units: US Survey Feet

Histogram

Min: -0.235
Max: 0.73
Number Of Bins: 20
Bin Interval: 0.048

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 2:59:36 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: jackson_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_file
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 2221 out of 2221

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.472

   2H 42 0.849

   2L 21 0.677

   2M 22 0.755

   2U 50 0.477

   Total 157

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.463
Maximum DZ: 0.461
Mean DZ: -0.002
Mean Magnitude DZ: 0.453
Number Observations: 72
Standard Deviation DZ: 0.244
RMSE Z: 0.243
95% Confidence Level Z: 0.475
Units: US Survey Feet

Histogram

Min: -0.463
Max: 0.461
Number Of Bins: 20
Bin Interval: 0.046

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.849
Maximum DZ: 0.891
Mean DZ: 0.156
Mean Magnitude DZ: 0.636
Number Observations: 42
Standard Deviation DZ: 0.463
RMSE Z: 0.483
95th Percentile: 0.849
Units: US Survey Feet

Histogram

Min: -0.849
Max: 0.891
Number Of Bins: 20
Bin Interval: 0.087

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.598
Maximum DZ: 0.711
Mean DZ: -0.017
Mean Magnitude DZ: 0.555
Number Observations: 21
Standard Deviation DZ: 0.379
RMSE Z: 0.37
95th Percentile: 0.677
Units: US Survey Feet

Histogram

Min: -0.598
Max: 0.711
Number Of Bins: 20
Bin Interval: 0.065

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.74
Maximum DZ: 1.065
Mean DZ: 0.055
Mean Magnitude DZ: 0.619
Number Observations: 22
Standard Deviation DZ: 0.468
RMSE Z: 0.461
95th Percentile: 0.755
Units: US Survey Feet

Histogram

Min: -0.74
Max: 1.065
Number Of Bins: 20
Bin Interval: 0.09

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/28/2019 12:25:34 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: macon_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.641

   2H 39 0.438

   2L 22 0.522

   2M 24 0.611

   2U 44 0.605

   Total 153

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.733
Maximum DZ: 0.436
Mean DZ: -0.203
Mean Magnitude DZ: 0.51
Number Observations: 68
Standard Deviation DZ: 0.243
RMSE Z: 0.315
95% Confidence Level Z: 0.618
Units: US Survey Feet

Histogram

Min: -0.733
Max: 0.436
Number Of Bins: 20
Bin Interval: 0.058

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.557
Maximum DZ: 0.438
Mean DZ: -0.088
Mean Magnitude DZ: 0.493
Number Observations: 39
Standard Deviation DZ: 0.272
RMSE Z: 0.283
95th Percentile: 0.438
Units: US Survey Feet

Histogram

Min: -0.557
Max: 0.438
Number Of Bins: 20
Bin Interval: 0.05

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.548
Maximum DZ: 0.414
Mean DZ: -0.116
Mean Magnitude DZ: 0.502
Number Observations: 22
Standard Deviation DZ: 0.29
RMSE Z: 0.306
95th Percentile: 0.522
Units: US Survey Feet

Histogram

Min: -0.548
Max: 0.414
Number Of Bins: 20
Bin Interval: 0.048

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.61
Maximum DZ: 0.777
Mean DZ: -0.045
Mean Magnitude DZ: 0.498
Number Observations: 24
Standard Deviation DZ: 0.325
RMSE Z: 0.322
95th Percentile: 0.611
Units: US Survey Feet

Histogram

Min: -0.61
Max: 0.777
Number Of Bins: 20
Bin Interval: 0.069

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 3:12:21 PM

















Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: mcdowell_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 23 0.370

   2H 42 0.550

   2L 22 0.479

   2M 22 0.440

   2U 35 0.354

   Total 144

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.54
Maximum DZ: 0.367
Mean DZ: 0
Mean Magnitude DZ: 0.378
Number Observations: 58
Standard Deviation DZ: 0.185
RMSE Z: 0.184
95% Confidence Level Z: 0.36
Units: US Survey Feet

Histogram

Min: -0.54
Max: 0.367
Number Of Bins: 20
Bin Interval: 0.045

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.452
Maximum DZ: 0.733
Mean DZ: 0.138
Mean Magnitude DZ: 0.489
Number Observations: 42
Standard Deviation DZ: 0.271
RMSE Z: 0.301
95th Percentile: 0.55
Units: US Survey Feet

Histogram

Min: -0.452
Max: 0.733
Number Of Bins: 20
Bin Interval: 0.059

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.274
Maximum DZ: 0.573
Mean DZ: 0.098
Mean Magnitude DZ: 0.406
Number Observations: 22
Standard Deviation DZ: 0.196
RMSE Z: 0.215
95th Percentile: 0.479
Units: US Survey Feet

Histogram

Min: -0.274
Max: 0.573
Number Of Bins: 20
Bin Interval: 0.042

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.44
Maximum DZ: 0.569
Mean DZ: -0.03
Mean Magnitude DZ: 0.453
Number Observations: 22
Standard Deviation DZ: 0.266
RMSE Z: 0.261
95th Percentile: 0.44
Units: US Survey Feet

Histogram

Min: -0.44
Max: 0.569
Number Of Bins: 20
Bin Interval: 0.05

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 3:35:48 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: mitchell_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_file
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: 1025 out of 1025

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 21 0.559

   2H 42 0.857

   2L 20 0.456

   2M 21 0.785

   2U 39 0.554

   Total 143

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.669
Maximum DZ: 0.86
Mean DZ: -0.018
Mean Magnitude DZ: 0.475
Number Observations: 60
Standard Deviation DZ: 0.285
RMSE Z: 0.284
95% Confidence Level Z: 0.556
Units: US Survey Feet

Histogram

Min: -0.669
Max: 0.86
Number Of Bins: 20
Bin Interval: 0.076

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.933
Maximum DZ: 0.857
Mean DZ: -0.024
Mean Magnitude DZ: 0.587
Number Observations: 42
Standard Deviation DZ: 0.42
RMSE Z: 0.416
95th Percentile: 0.857
Units: US Survey Feet

Histogram

Min: -0.933
Max: 0.857
Number Of Bins: 20
Bin Interval: 0.089

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.456
Maximum DZ: 0.593
Mean DZ: 0.051
Mean Magnitude DZ: 0.489
Number Observations: 20
Standard Deviation DZ: 0.286
RMSE Z: 0.284
95th Percentile: 0.456
Units: US Survey Feet

Histogram

Min: -0.456
Max: 0.593
Number Of Bins: 20
Bin Interval: 0.052

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.593
Maximum DZ: 0.831
Mean DZ: 0.116
Mean Magnitude DZ: 0.574
Number Observations: 21
Standard Deviation DZ: 0.391
RMSE Z: 0.399
95th Percentile: 0.785
Units: US Survey Feet

Histogram

Min: -0.593
Max: 0.831
Number Of Bins: 20
Bin Interval: 0.071

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 4/1/2019 3:50:50 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: polk_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 20 0.592

   2H 40 0.576

   2L 18 0.739

   2M 19 0.858

   2U 53 0.403

   Total 150

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.344
Maximum DZ: 0.774
Mean DZ: 0.126
Mean Magnitude DZ: 0.424
Number Observations: 73
Standard Deviation DZ: 0.201
RMSE Z: 0.236
95% Confidence Level Z: 0.462
Units: US Survey Feet

Histogram

Min: -0.344
Max: 0.774
Number Of Bins: 20
Bin Interval: 0.056

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.32
Maximum DZ: 0.748
Mean DZ: 0.219
Mean Magnitude DZ: 0.527
Number Observations: 40
Standard Deviation DZ: 0.248
RMSE Z: 0.328
95th Percentile: 0.576
Units: US Survey Feet

Histogram

Min: -0.32
Max: 0.748
Number Of Bins: 20
Bin Interval: 0.053

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.739
Maximum DZ: 0.788
Mean DZ: 0.126
Mean Magnitude DZ: 0.561
Number Observations: 18
Standard Deviation DZ: 0.376
RMSE Z: 0.387
95th Percentile: 0.739
Units: US Survey Feet

Histogram

Min: -0.739
Max: 0.788
Number Of Bins: 20
Bin Interval: 0.076

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: 0.021
Maximum DZ: 0.985
Mean DZ: 0.375
Mean Magnitude DZ: 0.613
Number Observations: 19
Standard Deviation DZ: 0.275
RMSE Z: 0.461
95th Percentile: 0.858
Units: US Survey Feet

Histogram

Min: 0.021
Max: 0.985
Number Of Bins: 20
Bin Interval: 0.048

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 3:46:59 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: rutherford_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.535

   2H 43 0.712

   2L 25 0.582

   2M 24 0.708

   2U 38 0.496

   Total 154

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.474
Maximum DZ: 0.499
Mean DZ: 0.17
Mean Magnitude DZ: 0.468
Number Observations: 62
Standard Deviation DZ: 0.2
RMSE Z: 0.261
95% Confidence Level Z: 0.511
Units: US Survey Feet

Histogram

Min: -0.474
Max: 0.499
Number Of Bins: 20
Bin Interval: 0.049

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.178
Maximum DZ: 0.883
Mean DZ: 0.335
Mean Magnitude DZ: 0.599
Number Observations: 43
Standard Deviation DZ: 0.248
RMSE Z: 0.416
95th Percentile: 0.712
Units: US Survey Feet

Histogram

Min: -0.178
Max: 0.883
Number Of Bins: 20
Bin Interval: 0.053

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.198
Maximum DZ: 0.66
Mean DZ: 0.24
Mean Magnitude DZ: 0.508
Number Observations: 25
Standard Deviation DZ: 0.201
RMSE Z: 0.311
95th Percentile: 0.582
Units: US Survey Feet

Histogram

Min: -0.198
Max: 0.66
Number Of Bins: 20
Bin Interval: 0.043

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -1.111
Maximum DZ: 0.708
Mean DZ: 0.189
Mean Magnitude DZ: 0.62
Number Observations: 24
Standard Deviation DZ: 0.437
RMSE Z: 0.467
95th Percentile: 0.708
Units: US Survey Feet

Histogram

Min: -1.111
Max: 0.708
Number Of Bins: 20
Bin Interval: 0.091

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 3:56:55 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: swain_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: Masspoints

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 22 0.605

   2H 42 0.867

   2L 22 0.480

   2M 20 0.716

   2U 43 0.581

   Total 149

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.709
Maximum DZ: 0.571
Mean DZ: -0.058
Mean Magnitude DZ: 0.477
Number Observations: 65
Standard Deviation DZ: 0.297
RMSE Z: 0.301
95% Confidence Level Z: 0.589
Units: US Survey Feet

Histogram

Min: -0.709
Max: 0.571
Number Of Bins: 20
Bin Interval: 0.064

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.983
Maximum DZ: 0.636
Mean DZ: -0.122
Mean Magnitude DZ: 0.558
Number Observations: 42
Standard Deviation DZ: 0.383
RMSE Z: 0.398
95th Percentile: 0.867
Units: US Survey Feet

Histogram

Min: -0.983
Max: 0.636
Number Of Bins: 20
Bin Interval: 0.081

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.581
Maximum DZ: 0.48
Mean DZ: 0.058
Mean Magnitude DZ: 0.496
Number Observations: 22
Standard Deviation DZ: 0.285
RMSE Z: 0.285
95th Percentile: 0.48
Units: US Survey Feet

Histogram

Min: -0.581
Max: 0.48
Number Of Bins: 20
Bin Interval: 0.053

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.598
Maximum DZ: 1.217
Mean DZ: 0.098
Mean Magnitude DZ: 0.537
Number Observations: 20
Standard Deviation DZ: 0.411
RMSE Z: 0.412
95th Percentile: 0.716
Units: US Survey Feet

Histogram

Min: -0.598
Max: 1.217
Number Of Bins: 20
Bin Interval: 0.091

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 4:11:41 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: transylvania_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.592

   2H 49 0.866

   2L 19 0.767

   2M 16 0.686

   2U 56 0.497

   Total 164

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.483
Maximum DZ: 0.493
Mean DZ: 0.105
Mean Magnitude DZ: 0.474
Number Observations: 80
Standard Deviation DZ: 0.249
RMSE Z: 0.269
95% Confidence Level Z: 0.527
Units: US Survey Feet

Histogram

Min: -0.483
Max: 0.493
Number Of Bins: 20
Bin Interval: 0.049

Report for 2018 Phase 5 LiDAR QC
4CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.288
Maximum DZ: 0.939
Mean DZ: 0.41
Mean Magnitude DZ: 0.662
Number Observations: 49
Standard Deviation DZ: 0.294
RMSE Z: 0.502
95th Percentile: 0.866
Units: US Survey Feet

Histogram

Min: -0.288
Max: 0.939
Number Of Bins: 20
Bin Interval: 0.061

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.474
Maximum DZ: 0.957
Mean DZ: 0.442
Mean Magnitude DZ: 0.702
Number Observations: 19
Standard Deviation DZ: 0.313
RMSE Z: 0.537
95th Percentile: 0.767
Units: US Survey Feet

Histogram

Min: -0.474
Max: 0.957
Number Of Bins: 20
Bin Interval: 0.072

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: 0.198
Maximum DZ: 0.819
Mean DZ: 0.503
Mean Magnitude DZ: 0.709
Number Observations: 16
Standard Deviation DZ: 0.18
RMSE Z: 0.532
95th Percentile: 0.686
Units: US Survey Feet

Histogram

Min: 0.198
Max: 0.819
Number Of Bins: 20
Bin Interval: 0.031

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/26/2019 4:25:05 PM



Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: watauga_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_tile
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/26/2019 4:47:36 PM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
2CompassTA 2.4.2.0 - 3/26/2019 4:47:36 PM



LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.384

   2H 41 0.554

   2L 21 0.851

   2M 22 0.633

   2U 37 0.597

   Total 145

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/26/2019 4:47:36 PM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.822
Maximum DZ: 0.684
Mean DZ: 0.076
Mean Magnitude DZ: 0.437
Number Observations: 61
Standard Deviation DZ: 0.258
RMSE Z: 0.267
95% Confidence Level Z: 0.523
Units: US Survey Feet

Histogram

Min: -0.822
Max: 0.684
Number Of Bins: 20
Bin Interval: 0.075

Report for 2018 Phase 5 LiDAR QC
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LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.426
Maximum DZ: 0.99
Mean DZ: 0.197
Mean Magnitude DZ: 0.521
Number Observations: 41
Standard Deviation DZ: 0.273
RMSE Z: 0.334
95th Percentile: 0.554
Units: US Survey Feet

Histogram

Min: -0.426
Max: 0.99
Number Of Bins: 20
Bin Interval: 0.071

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/26/2019 4:47:36 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.728
Maximum DZ: 0.922
Mean DZ: 0.071
Mean Magnitude DZ: 0.56
Number Observations: 21
Standard Deviation DZ: 0.419
RMSE Z: 0.415
95th Percentile: 0.851
Units: US Survey Feet

Histogram

Min: -0.728
Max: 0.922
Number Of Bins: 20
Bin Interval: 0.082

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/26/2019 4:47:36 PM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.427
Maximum DZ: 0.7
Mean DZ: 0.157
Mean Magnitude DZ: 0.526
Number Observations: 22
Standard Deviation DZ: 0.301
RMSE Z: 0.334
95th Percentile: 0.633
Units: US Survey Feet

Histogram

Min: -0.427
Max: 0.7
Number Of Bins: 20
Bin Interval: 0.056

Report for 2018 Phase 5 LiDAR QC
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Project Information

Prepared By: Watson Ross
Project Name: 2018 Phase 5 LiDAR QC
Sensor Info: GmAPD Geiger-mode
Required Nominal Pulse Spacing: 0.35
Vendor Name: NA
Units: US Survey Feet
Percent of Extent Tolerance: Extents Not Checked
Date of Aquisition:      Start: 8/17/2018      Finish: 8/17/2018

Metadata Information
Tile Index:
      Filename: yancey_tiles.shp
      Number of Polys: 0
Intensity:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

DEM:
      Tile Index Attribute: Not Specified
      Data Filename: Not Specified

LAS:
      Tile Index Attribute: las_file
      Data Filename: QL1

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

      Number of Data Files Matching Attribute: Not Specified

Report for 2018 Phase 5 LiDAR QC
1CompassTA 2.4.2.0 - 3/29/2019 8:17:51 AM



Tiled-Data Area

Report for 2018 Phase 5 LiDAR QC
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LiDAR Accuracy Assessment Summary

LC Type # of Points NVA VVA

LAS

   2B 24 0.572

   2H 42 0.554

   2L 25 0.469

   2M 23 0.639

   2U 37 0.573

   Total 151

Units:  US Survey Feet

Report for 2018 Phase 5 LiDAR QC
3CompassTA 2.4.2.0 - 3/29/2019 8:17:51 AM



LAS
Nonvegetated Vertical Accuracy

LandCover Type: 2B, 2U
Minimum DZ: -0.733
Maximum DZ: 0.688
Mean DZ: -0.136
Mean Magnitude DZ: 0.466
Number Observations: 61
Standard Deviation DZ: 0.261
RMSE Z: 0.292
95% Confidence Level Z: 0.573
Units: US Survey Feet

Histogram

Min: -0.733
Max: 0.688
Number Of Bins: 20
Bin Interval: 0.071

Report for 2018 Phase 5 LiDAR QC
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LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2H
Minimum DZ: -0.633
Maximum DZ: 0.575
Mean DZ: -0.03
Mean Magnitude DZ: 0.461
Number Observations: 42
Standard Deviation DZ: 0.271
RMSE Z: 0.269
95th Percentile: 0.554
Units: US Survey Feet

Histogram

Min: -0.633
Max: 0.575
Number Of Bins: 20
Bin Interval: 0.06

Report for 2018 Phase 5 LiDAR QC
5CompassTA 2.4.2.0 - 3/29/2019 8:17:51 AM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2L
Minimum DZ: -0.48
Maximum DZ: 0.276
Mean DZ: -0.069
Mean Magnitude DZ: 0.414
Number Observations: 25
Standard Deviation DZ: 0.21
RMSE Z: 0.217
95th Percentile: 0.469
Units: US Survey Feet

Histogram

Min: -0.48
Max: 0.276
Number Of Bins: 20
Bin Interval: 0.038

Report for 2018 Phase 5 LiDAR QC
6CompassTA 2.4.2.0 - 3/29/2019 8:17:51 AM



LAS (Continued)
Vegetated Vertical Accuracy

LandCover Type: 2M
Minimum DZ: -0.65
Maximum DZ: 0.639
Mean DZ: -0.044
Mean Magnitude DZ: 0.472
Number Observations: 23
Standard Deviation DZ: 0.306
RMSE Z: 0.302
95th Percentile: 0.639
Units: US Survey Feet

Histogram

Min: -0.65
Max: 0.639
Number Of Bins: 20
Bin Interval: 0.064

Report for 2018 Phase 5 LiDAR QC
7CompassTA 2.4.2.0 - 3/29/2019 8:17:51 AM







Acronyms, Abbreviations, and Definitions 
 
ARP – Antenna Reference Point 
 
CORS – Continuous Operating Reference Station 
 
DMS – Degrees Minutes Seconds 
 
m – Meter 
 
PID – Permanent Identifier 
 
SPC – State Plane Coordinates 
 
 
Statistical Definitions: 
 
Nonvegetated Vertical Accuracy (NVA) – The vertical accuracy at the 95-percent confidence 
level in nonvegetated open terrain, where errors should approximate a normal distribution. 
 
Supplemental Vertical Accuracy (SVA) – Term for reporting the vertical accuracy at the 95th 
percentile in each separate land cover category where vertical errors may not follow a normal error 
distribution. 
 
Vegetated Vertical Accuracy (VVA) – An estimate of the vertical accuracy, based on the 95th 
percentile, in vegetated terrain where errors do not necessarily approximate a normal distribution. 
 
Minimum DZ – This statistic represents the change in value between the Z-coordinate location based 
on LiDAR and Z-coordinate location in the survey. The minimum of each simply represents the 
smallest value out of all of the analyzed locations. This component of the statistics can be used to 
show which locations most closely correspond to the surveyed points. 
 
Maximum DZ – This statistic represents the change in value between the Z-coordinate location 
based on LiDAR and Z-coordinate location in the survey. The maximum value of each represents the 
largest value out of all of the analyzed locations. Maximum values can be used to show which locations 
most closely correspond to the surveyed points. 
 
Mean DZ - The statistic of the mean DZ is intended to show the average values of the DZ. These 
statistics show the change in value between the Z-coordinate location based on LiDAR and Z-
coordinate location in the survey. The mean values can be used to show the average off-sets of all of 
the analyzed locations 
 
Mean Magnitude DZ - The statistic of the mean DZ is intended to show the average values of the 
DZ. These statistics show the change in value between the Z-coordinate location based on LiDAR 
and Z-coordinate location in the survey. The mean values can be used to show the average off-sets of 
all of the analyzed locations. 
 
Number Observations – Number of observations 
 



Standard Deviation DZ - A measure of spread or dispersion of a sample of errors around the sample 
mean error. It is a measure of precision, rather than accuracy; the standard deviation does not account 
for uncorrected systematic errors. 
 
RMSE Z - The square root of the average of the set of squared differences between dataset coordinate 
values and coordinate values from an independent source of higher accuracy for identical points. The 
RMSE is used to estimate the absolute accuracy of both horizontal and vertical coordinates when 
standard or accepted values are known, as with GPS-surveyed check points of higher accuracy than 
the data being tested. In the United States, the independent source of higher accuracy is expected to 
be at least three times more accurate than the dataset being tested. RMSE Z measures RMSE in the 
Z direction only. 
 
95th Percentile – A measure used in statistics indicating the value below which a given percentage of 
observations (absolute values of errors) in a group of observations fall. For example, the 95th percentile 
is the value (or score) below which 95 percent of the observations may be found. 


